
WIKA  DS 99.29

1/9

990.29

990.35 DS 99.30

 
 
 

 
 
 

 

990.29

5

WIKA  DS 99.29 06/2021

IN00.06

990.29

WIKA

类似产品数据资料：

06/2021



2/9WIKA

 

(

 990.29
ASTM G93-03

level F WIKA <1,000mg/m2
 ASTM G93-03 level D

ISO 15001 (< 220 mg/m²) 
 ASTM G93-03 level C ISO

ISO 15001 (< 66 mg/m²)
 
 
 

50 mm  100 mm
 150 mm
 200 mm

G ½, G ¼, ½ NPT  ¼ NPT

 
 

NACE -  MR 0175
 MR 0103
高级要求
进阶要求IN 00.25

 
 

-  H DIN16281 100mm
 H DIN16281 100mm
 Ø 20 ... 80 mm

AC 09.07

990.29
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DIN EN 1029-1 DN 50 B1  A
 B2
 C
 D
 E
 F

DN 80

DN 100

DN 125

ASME B16.5 2" RF 125 ... 250 AA  RFSF
 
 
 
 
 
 
 
 
 
 RJF

3"

4"

5"

GOST 33259 DN 25 B  
 C )

A

 D )
 E
 F
 

DN 40

DN 50

DN 65

DN 80

DN 100

DN 125
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1) 隔膜密封系统的

¹⁾ °C [°F]

1.4404 (316L) 1.4404 / 1.4435 (316L) 400 [752]
1.4539 (904L)
1.4541 (321)
1.4571 (316Ti)

ECTFE 150 [302]
260 [500]

400 [752]
Wikaramic® 

C22 (2.4602) 260 [500]
C276 (2.4819) 400 [752]

Inconel 600 (2.4816)
Inconel 625 (2.4856)
Incoloy 825 (2.4858)

400 (2.4360)
200 (2.4060, 2.4066) 260 [500]

2  (3.7035) 150 [302]
11  (3.7225)

300 [572]
1.4435 (316L) 1.4435 (316L) 400 [752]
1.4539 (904L) 1.4539 (904L)
1.4541 (321) 1.4541 (321)
1.4571 (316Ti) 1.4571 (316Ti)
2205 (1.4462) 2205 (1.4462) 300 [572]

 (1.4410)  (1.4410)
C22 (2.4602) C22 (2.4602) 400 [752]
C276 (2.4819) C276 (2.4819)

Inconel 600 (2.4816) Inconel 600 (2.4816)
Inconel 625 (2.4856) Inconel 625 (2.4856)
Incoloy 825 (2.4558) Incoloy 825 (2.4858)

400 (2.4360) 400 (2.4360)
200 (2.4060, 2.4066)

2  (3.7035) 2  (3.7035)
7  (3.7235) 11  (3.7225)

PFA FDA
PFA

06/2021
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EAC

- CRN
...

- MTSCHS

 

3.1 EN 10204
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生产许可

2.2测试报告，符合EN 10204标准（如先进的制造工艺、
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1.

01

Mb 
D    

b     

f      
k     

x     

 mm [in]
DIN EN 1092-1 B1

DN PN  mm [in] x
Mb D b d2 k f d4 d5

50 10/40 45 [1.772] 165 [6.496] 20 [0.787] 18 [0.709] 125 [4.921] 2 [0.079] 102 [4.016] 48.3 [1.902] 4
80 10/16 72 [2.835] 200 [7.874] 20 [0.787] 18 [0.709] 160 [6.299] 2 [0.079] 138 [5.433] 76 [2.92] 8

25/40 72 [2.835] 200 [7.874] 24 [0.945] 18 [0.709] 160 [6.299] 2 [0.079] 138 [5.433] 76 [2.92] 8
100 10/16 89 [3.504] 220 [8.661] 20 [0.787] 18 [0.709] 180 [7.087] 2 [0.079] 158 [6.22] 94 [3.701] 8

25/40 89 [3.504] 235 [9.252] 24 [0.945] 22 [0.866] 190 [7.48] 2 [0.079] 162 [6.378] 94 [3.701] 8
125 10/16 124 [4.882] 250 [9.842] 22 [0.866] 18 [0.709] 210 [8.268] 2 [0.079] 188 [7.402] 125 [4.921] 8

25/40 124 [4.882] 270 [10.63] 26 [1.024] 26 [1.024] 220 [8.661] 2 [0.079] 188 [7.402] 125 [4.921] 8

其他尺寸、公差和标称压力可根据客户需求提供

06/2021
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ASME B 16.5 RF 125 ... 250 AA

10
36

97
1.

01

Mb  
D     

b      

f       
k      

x      

06/2021

DN 等级 尺寸 mm [in] x

Mb D b d2 k f d4 d5
+1 [0.039]
-0.5 [0.020]

1 ½" 150 35 [1.378] 125 [4.921] 17.9 [0.705] 16 [0.63] 98.4 [3.874] 2 [0.079] 73 [2.874] 38 [1.496] 4
300 35 [1.378] 155 [6.102] 21.1 [0.831] 22 [0.866] 114.3 [4.5] 2 [0.079] 73 [2.874] 38 [1.496] 4

2" 150 45 [1.772] 150 [5.906] 19.5 [0.768] 19 [0.748] 120.7 [4.752] 2 [0.079] 92 [3.622] 48.3 [1.902] 4
300 45 [1.772] 165 [6.496] 22.7 [0.894] 19 [0.748] 127 [5] 2 [0.079] 92 [3.622] 48.3 [1.902] 8

3" 150 72 [2.835] 190 [7.48] 24.3 [0.957] 19 [0.748] 152.4 [6] 2 [0.079] 127 [5] 76 [2.992] 4
300 72 [2.835] 210 [8.268] 29 [1.142] 22 [0.866] 168.3 [6.626] 2 [0.079] 127 [5] 76 [2.992] 8

4" 150 89 [3.504] 230 [9.055] 24.3 [0.957] 19 [0.748] 190.5 [7.5] 2 [0.079] 158 [6.22] 94 [3.701] 8
300 89 [3.504] 255 [10.039] 32.2 [1.268] 22 [0.866] 200 [7.874] 2 [0.079] 158 [6.22] 94 [3.701] 8

TL
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GOST 33259

10
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1.

01

Mb  
D     

b     

f       
k      

x      

06/2021

TL

DN PN 尺寸 mm [in] x

Mb D b d2 k f d4 d5
+1 [0.039]
-0.5 [0.020]

50 10 / 16 40 [1.575] 160 [6.299] 16 [0.63] 18 [0.709] 125 [4.921] 3 [0.118] 102 [4.016] 44 [1.732] 4
25 / 40 40 [1.575] 160 [6.299] 20 [0.787] 18 [0.709] 125 [4.921] 3 [0.118] 102 [4.016] 44 [1.732] 4

80 10 60 [2.362] 195 [7.677] 18 [0.709] 18 [0.709] 160 [6.299] 3 [0.118] 133 [5.236] 74 [2.913] 4
16 60 [2.362] 195 [7.677] 20 [0.787] 18 [0.709] 160 [6.299] 3 [0.118] 133 [5.236] 74 [2.913] 4
25 60 [2.362] 195 [7.677] 22 [0.866] 18 [0.709] 160 [6.299] 3 [0.118] 133 [5.236] 74 [2.913] 8
40 60 [2.362] 195 [7.677] 26 [1.024] 18 [0.709] 160 [6.299] 3 [0.118] 133 [5.236] 74 [2.913] 8

100 10 / 16 72 [2.835] 215 [8.465] 20 [0.787] 18 [0.709] 180 [7.087] 3 [0.118] 158 [6.22] 91 [3.583] 8

25 72 [2.835] 215 [8.465] 24 [0.945] 22 [0.866] 190 [7.48] 3 [0.118] 158 [6.22] 91 [3.583] 8
40 72 [2.835] 215 [8.465] 26 [1.024] 22 [0.866] 190 [7.48] 3 [0.118] 158 [6.22] 91 [3.583] 8

125 10 / 16 90 [3.543] 245 [9.646] 22 [0.866] 18 [0.709] 210 [8.268] 3 [0.118] 184 [7.244] 111 [4.37] 8
25 90 [3.543] 270 [10.63] 26 [1.024] 26 [1.024] 220 [8.661] 3 [0.118] 184 [7.244] 111 [4.37] 8
40 90 [3.543] 270 [10.63] 28 [1.102] 26 [1.024] 220 [8.661] 3 [0.118] 184 [7.244] 111 [4.37] 8
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(+86) 400 9289600
(+86) 512 68780300
400@wikachina.com

www.wika.cn
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